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SB-2820    1x input To 1x output Booster

SB-2819(BNC)  

 

1x input To 1x output Booster

                          

0_+3dB_+6dB

1 To 1  COMPONENT VIDEO‧AUDIO BOOSTER
Input   : 1x Component Video(YPBPR), Stereo Audio(AR/AL)

SB-2820  ‧  SB-2819

 SPECIFICATIONSFEATURES

AUDIO BOOSTER

SB-2820.SB-2819  1 to 1 COMPONENT/AUDIO BOOSTER

1x Input to 1x Output COMPONENT / AUDIO BOOSTER

1. Suppor t 1 input to 1 output Compo nent Video / Stereo Audio Booster

2. Video Suppor t Compo nent Video from 1 input To 1 Out put 

3. Video Boost Volume : 0~+6 dB, Video 1Vpp

4. Su itab le for CCD device signal extend to HDTV  or Plasma moni tor di splays

5. High Res olut ion support : 480i , 480p, 720p, 1080 i, 1080p

6. Di rec t VR ad jus t vo lume via knob on Front upper case

7. Supp or t Componen t Video field 50Hz  AND 60Hz

8.  Boot e signa l extend to 300 M~500M

9.  Enclosure type : Suppor t wal l rack moun tab le 

10. Signals for Compo nent Video & Stereo Audio (AR/AL)

11. Suppor t Lowe r power  consume d ful l load under 200 mA

12. Powe r supply of fer a un iversal type 100~2 30 VAC swi tch

1. Type of Boo ster  :   

2. Type of Video      :  Compos ite Video via  RCA connector is SB- 2820

                                                                           BNC connector is SB- 2819

3. Boo st distance    :  300M ~ 500M (1Vp p)

4. Sca n rates accepted  :  50Hz and 60Hz.

5. TV Video system  : NTSC( 60Hz) or PAL( 50Hz) TV Video system

6. Line conversion  :  NTSC  525x525, PAL 625x625

7. Saf ety App rovals : CE,  FCC,  RoHS( 2002/95/EC)

8. Dimens ions (W.D.H.) : 

      SB- 2820     5.04" (128mm)  x 2.75" (70mm) x 1.00"  (25mm)

      SB- 2819     5.04” (128mm)  x 2.75" (70mm) x 1.00"  (25mm)

9. Net Weight (Uni t Onl y) : wi th met al case

      SB- 2820     465 Gwm

      SB- 2819     485 Gwm

10.  Powe r Vol tage Input : DC 12V @ 0.42A 

1 input to1 output Compon ent Video (or BNC)  Boo ster

SB-2820 is a Component Booster product and SB-2819 use BNC connectors. 

Its one of the most innovative Component Video - Audio booster products on 

the market Today.  It has 1 individual input with 1 individual output. Because 

it is one video to one video booster, So input # 1 will booster by output #1 port.

It completely eliminates the need to constantly move around Component Video 

and stereo audio input and output cables. This booster is ideally suited for boost

CCD, Handycam or Video Players extending component video about 300M~500M 

to High Definition LCD HDTV Television for full HD resolutions or Plasma display 

Monitor applications. Control is provided adjust VR volume knobs on upper case.

COMPONENT

Output : 1x Component Video(YPBPR), Stereo Audio(AR/AL)
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